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ST-890D ST-890C+
±(0.5%+2) ±(0.5%+2)

±(1%+10) ±(1%+10)

±(1.5%+10) ±(1.5%+10)

±(0.8%+3) ±(0.8%+3)

9.999nF/99.99nF/999.9nF/9.99µF/
99.99µF/999.9µF/9.999mF/99.99mF

±(3.0%+5) ±(3.0%+5)

9.999Hz/99.99Hz/999.9Hz/9.999KHz/99/
99KHz/999.9KHz/9.99MHz

±(2.0%+5) ±(2.0%+5)

-20°C~1000°C

-4°F~1832°F

±(1.5%+5)

±(1.5%+5)

�Duty Cycle 5-99% 1%

NCV

Purple�and�Gray

380g

195mmx92mmx55mm

ST-890C+

ST-890D,ST-88

±(0.5%+2)

ST-88

±(1.2%+5)

60µA/600µA/6mA/60mA/600mA/10A
±(1%+5)600µA/6000µA/60mA/600mA/10A

600µA/6000µA/60mA/600mA/10A ±(1.5%+5)

6nF/60nF/600nF/6µF/60µF/600µF/
6mF/60mF

±(3.0%+3)

60Hz/600Hz/6KHz/10KHz ±(1.5%+5)

1%

Auto Range

Digital Multimeter
ST-890D, ST-890C+, ST-88

ST-890D

ST-890C+

ST-88

More information online at www.starmeter.cn1
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ST72 ST76

60mV/600mV/6V/60V/600V

200mV/2V/20V/200V/600V ±(0.5%+2)

2V/20V/200V/600V

60mV/600mV/6V/60V/600V

±(0.5%+2)

±(1.2%+5)

±(1%+3)

200µA/2000µA/20mA/200mA/10A
600µA/6000µA/60mA/600mA/10A ±(1.0%+5)

±(1.5%+3)

200µA/2000µA/20mA/200mA/10A
600µA/6000µA/60mA/600mA/10A ±(1.0%+5)

±(1.5%+3)

200Ω/2kΩ/20kΩ/200kΩ/2MΩ/20MΩ ±(0.8%+2)

600Ω/6kΩ/60kΩ/600kΩ/6MΩ/60MΩ ±(0.8%+5)

9.999nF/99.99nF/999.9nF
/9.99µF/99.99µF/999.9µF
/9.999mF/99.99mF

±(3.0%+3)

60Hz/600Hz/6kHz/10kHz ±(2.0%+5)

Battery Test 1.5V/6V/9V/12V
Duty-cycle 10%-95% 2%

0.1V

2000 6000

Flashlight

Over Load Protection

45mm x 30mm
Purple�and�Gray

190g

147mm x 71mm x 45mm

ST-76

ST-72

Digital Multimeter
ST-72, ST-76

ST-76

ST-72



ST33D

200mV/2V/20V/200V

600V

±(0.5%+2)

±(0.8%+2)

2V/20V/200V

600V

±(0.9%+3)

±(1.2%+3)

200μA/2000μA/20mA/200mA/10A

200μA/2000μA/20mA/200mA/10A

200Ω/2kΩ/20kΩ

200kΩ/2MΩ/20MΩ

±(1.5%+3)

±(1.5%+4)

±(1.0%+2)

±(1.5%+5)

200KHz ±(1.5%+5)

NCV

Auto Power Off

1 X 9V Battery (6F22)

40mm x 20mm

Purple�and�Gray

138mm x 68mm x 30mm

60Pcs

Digital Multimeter
ST-33D

ST33D
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ST-CM801 ST-CM802 ST-CM901

2A/20A/200A ±(3%+5)

2V/20V/200V

600V

±(1.2%+3)

±(1.5%+3)

200mV/2V/20V/200V

600V

±(0.8%+3)

±(1.0%+3)

200Ω/2KΩ/20KΩ/200KΩ/2MΩ

20MΩ

±(1.2%+2)

±(2.0%+5)

-30~0°C;(-22~32°F)

0~400°C;(-32~752°F)

-400~1000°C;(-752~1832°F)

±(5.0%+3)

±(1.0%+3)

±(2.0%+2)
(°C/°F)

6A/60A/200A ±(2.5%+5)

0~200μA

6V/60V/600V ±(1.0%+3)

6V/60V/600V ±(1.0%+3)

600μF/6000μF

600Ω/6KΩ/60KΩ/600KΩ/6MΩ

60MΩ

60Hz/1000Hz

-20~500°C;(-4~932°F) ±(2.0%+2)

±(1.0%+5)

±(4.0%+3)

±(1.0%+3)

±(1.2%+20)

±(2.0%+2)

6A/60A/200A

±(2.5%+5)

±(2.5%+5)

±(0.8%+5)

±(1.0%+3)

±(1.0%+3)

±(1.0%+3)

±(1.2%+20)

±(1.0%+5)

±(4.0%+3)

2000 6000 6000

25mm 25mm 25mm

�
Around 15  minutes

�
≤2.5V

LoWZ

Zero Mode

LIVE wire check

Purple�and�Gray

137g

179mm×67mm×36mm

60Pcs

53.5 X 42 X 30CM

21Kg

Digital Clamp meter
ST-CM801, ST-CM802, ST-CM901

ST-CM801

ST-CM802

ST-CM901

4More information online at www.starmeter.cn



ST-CM3008 ST-CM3108 ST-CM3108A

2A/20A/200A/600A ±(3%+5)

6A/60A/600A ±(4%+10)

6A/60A/600A

6V/60V/600V

±(1.2%+3)

±(1.2%+5) ±(1.2%+5)

6V/60V/600V ±(0.8%+3) ±(0.8%+3)

±(0.8%+3)

±(1.2%+2)200Ω/2KΩ/20KΩ/200KΩ/2MΩ/20MΩ

600Ω/6KΩ/60KΩ/600KΩ/6MΩ/60MΩ ±(1.2%+2) ±(1.2%+2)

99nF/999nF/9.9μF/99μF/999μF
999μF/9.9mF/99mF

±(4%+3)

Frequency (Hz) 600Hz/1KHz ±(1.5%+5)

6000 6000

25mm 25mm 25mm

±(4%+3)

LoWZ

Duty Cycle 10-95%

Work light

35mm x 30mm

Purple�and�Gray

195g

191mmx70mmx37mm

ST-CM3008,ST-CM3108- Tester Lead, Batteries

ST-CM3108A

ST-CM3008, ST-CM3108, ST-CM3108A

Digital Clamp meter

ST-CM3008

ST-CM3108

ST-CM3108A
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ST-CM2008 ST-CM2108 ST-CM2108A

4A/40A/400A/600A ±(2.5%+10)

40A/400A

60A/600A

±(3%+6)

±(3%+6)

40A/400A

60A/600A

±(3%+6)

±(3%+6)

6V/60V/600V ±(1.2%+10)

±(1.2%+10)

±(1.0%+10)

600mV/6V/60V/600V ±(0.8%+2)

±(0.8%+2) ±(0.8%+2)

600Ω/6KΩ/60KΩ/600KΩ/
6MΩ/60MΩ ±(1.2%+2)

±(3%+10) ±(3%+10)

6.6uF/66uF/660uF/6.6mF
/66mF ±(0.3%+10)

50Hz/500Hz/5kHz/100kHz ±(1%+3) ±(1%+3)

660Hz/1kHz ±(1.5%+5)

-20°C~1000°C ±(3%+3)

-4°F~1832°F ±(3%+3)

6000

26mm 26mm 26mm

Work light

Zero Mode

38mm x 25mm

Purple�and�Gray

340g

218mm x 78mm x 32mm

ST-CM2008,ST-CM2108- Tester Lead, Batteries

ST-CM2008

ST-CM2008, ST-CM2108, ST-CM2108A

Digital Clamp meter

ST-CM2008

ST-CM2108

ST-CM2108A
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ST6300 ST6500 ST6600

ST6300, ST6500, ST6600

Digital Clamp Leaker

ST6300

ST6500

ST6600

More information online at www.starmeter.cn7



ST-7000A ST-7000B

ST-700A, ST-7000B

Digital Clamp Leaker

ST-7000A

ST-7000B

8More information online at www.starmeter.cn



ST9000 ST9000B

ST9000

ST9000B

ST9000, ST9000B

H/L Voltage Clamp Meter

ST9000

ST9000B

More information online at www.starmeter.cn9



ST7100

Digital Clamp Leaker

ST7100

10More information online at www.starmeter.cn



ST6000

AC/DC Clamp Leaker

ST6000

ST6000

More information online at www.starmeter.cn11



ST-1000C ST-1000D

Phase Detector
ST-1000C,1000D

ST-1000C

ST-1000D

12More information online at www.starmeter.cn



Purple�and�Gray

AC Line Separator
ST215 Series

Enables user of a clamp meter to measure current on a 2-wire or 3-wire power cord to 15 AmpsUser Of

1 Provides easy and safe measurement of current without the need to cut off the plug and separate the conductors.

2 Plugging the power connector into the Line Splitter separates the hot/live conductor from the neutral (and ground)

3 Voltage check function

4 Two clamp positions
x1 for direct readings

x10 for actual reading multiplied by 10

Max.Lead AC 250,15A

106g

161mm X 57mm X 31mm

ST215A ST215B ST215C

More information online at www.starmeter.cn13



ST1863(A,B,C) ST1864(A,B,C) ST1865(A,B,C)

Open Ground

Open Neutral

Hot/Neu Rev

Hot/Grd Rev

Open Hot

Purple�and�Gray

Socket Tester
ST186 Series

ST1864BST1863A ST1865C

14More information online at www.starmeter.cn



AVD01 AVD02 AVD03 AVD04

Purple�and�Blue

AVD01 AVD02 AVD03 AVD04

AC Voltage Detector
AVD Series

More information online at www.starmeter.cn15

Power Status Indication

Auto Power Off

AC Voltage Sensitivity

White LED Flash Light

Defalt and Manual AC Voltage
Sensitivity Adjustment

NCV�Detector



1Ω~9.99Ω

0.11Ω~0.999Ω

10Ω~99.9Ω

100Ω~199.9Ω

200Ω~400Ω

400Ω~600Ω

600Ω~1200Ω

±(1.5%+0.01Ω)

±(1.5%+0.1Ω)

±(2.0%+0.3Ω)

±(3.0%+1Ω)

±(6.0%+5Ω)

±(10%+10Ω)�
approx.20%

Resolution�
0.001Ω�
0.01Ω�
0.1Ω�
1Ω�
5Ω�
10Ω�
20Ω�

100mA�
300mA�
1A�
3A�
10A�
40A

±(2.5%+1mA)

±(2.5%+2mA)

±(2.5%+0.03A)

±(2.5%+0.01A)

±(2.5%+0.03A)

±(2.5%+0.05A)

�
0.1mA�
0.3mA�
0.001A�
0.003A�
0.01A�
0.03A

45mm x 32mm

1 X 9.0V,6F22 Battery

52mm X 41mm 

Purple�and�Gray

(1Ω, 5Ω,101Ω),

Earth  Resistance Clamp Meter
ST2301

ST2301
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2-Pole and 3-pole

4-pole

ρ measurement

USB 2.0

2-Pole,3-Pole or 4-Pole

Earth Resistance Measurement

Resolution

0.01

0.1

1

0.01K

0.1K

Measure Resistance Coefficient “ρ”

0.01

0.1

1

0.01K

0.1K

1K

±(2% + 5dgt)

Frequency 128Hz  / 111Hz  / 105Hz  / 94Hz  / AFC

Disturbance voltage (Ust) 50.0 V0.1V ±(2% + 2)

Disturbance frequency (Fst) 16Hz – 500 Hz0.1Hz ±(1% + 0.5Hz)

Voltage 0.1-50V(0.1V)

Short-circuit current <20mA

Display FSTN LCD; 102×86.6 mm

Data storage 1000 Groups

CAT III 300VSafety Rating

0.001 2    (0.003~2.099   �)
20    (0.03~20.99   �)
200    (0.1~209.9   �)
2000    (1~2099   �)
20K    (0.01~20.99K   �)
200K    (0.01~200.9 K�  �)

±(3% + 5dgt)

±(5% + 5dgt)

±(2% + 5dgt)

±(2% + 5dgt)

±(2% + 5dgt)

2    (0.18   .m~1.318K    .m�)
20    (0.18   .m~13.18K    .m)

200    (0.62   .m~131.8K    .m�)
2000    (6.28   .m~1318K   .m�)
20K    (62.80   .m~1999K    .m�)
200K    (628.8   .m~1999K�  �.m)

(Measuring range)

ρ=2×Π×a×Rg

Earth  Resistance Tester
ST4106

ST4106

More information online at www.starmeter.cn17



ST2106 ST2127 ST2307 ST2308

2-Pole,3-Pole or 4-Pole
Earth Resistance Measurement

Resolution

0.01   19.99

20.0   199.9

200.0   999.0

1.000   1.99K

2.000   19.99K

0.01

0.1

1

0.01K

0.01K

Measure Resistance Coefficient “ρ”

0.06   99.99

100.0   999.9

1.000K   9.999K

10.00K   99.99K

100.0K   999.9K

0.01

0.1

1

0.01K

0.1K

1000K   1999K1K

±(2% + 3dgt) ±(2% + 3dgt) ±(2% + 3dgt) ±(2% + 3dgt)

±(2% + 3dgt) ±(2% + 3dgt) ±(2% + 3dgt) ±(2% + 3dgt)±(2% + 3dgt)

0.0 mA ~ 99.9 mA

100 mA ~ 999 mA

1.00 A ~ 9.99 A

10.0A ~ 19.9A

0.1mA

1 mA

0.01 A

0.1A

±(5 % +5 dig) ±(5 % +5 dig)TRMS Clamp current�(A)

Frequency 128Hz  / 111Hz  / 105Hz  / 94Hz  / AFC

Disturbance voltage (Ust) 50.0 V0.1V ±(2% + 2)

Disturbance frequency (Fst) 16Hz – 500 Hz0.1Hz ±(1% + 0.5Hz)

Voltage 0.1-50V(0.1V)

Short-circuit current <20mA

2-Pole and 3-pole

4-pole

ρ measurement

3 Pole current-clamp

4 Pole current-clamp

Display FSTN LCD; 102×86.6 mm

Data storage 1000 Groups

USB 2.0

CAT III 300VSafety Rating

±(2% + 2) ±(2% + 2) ±(2% + 2)

±(1% + 0.5Hz) ±(1% + 0.5Hz) ±(1% + 0.5Hz)

8x1.5V�R14SG�Size�C�Type
102×86.6�mm
Purple�and�Gray

Approx.�4.0�kg
270×190×80mm
Simplified�measurement�test�leads�(Blue:30M,Red:�15M,�Black:6M,�Green:6M)
Auxiliary�earth�spikes�(2�spiks/set)×2�sets�(4�spikes�in�total)
Cord�reel�[4�pcs])×1�set,USB�adaptor�with�(Software),Shoulder�strap,R14SG*8�Battery
AC�Current-clamp�2�Set�(1000/1A)�Only�ST2307�and�ST2308
Carrying�case,

Earth  Resistance Tester
ST2106, ST2127, ST2307, ST2308

ST2016 ST2127 ST2307

18More information online at www.starmeter.cn



ST380+ ST530+

-32°C~380°C

-25.6°F~716°F

-32°C~530°C

-25.6°F~986°F

152mm x 98mm x 38mm

40

26mm x 28mm

Infrared Thermometer
ST380+, ST530+

ST380+

ST530+

More information online at www.starmeter.cn19



ST380A ST530A

-32°C~380°C

-25.6°F~716°F

-32°C~530°C

-25.6°F~986°F

185mm x 135mm x 38mm

40

28mm x 39mm

ST380A

ST530A

Infrared Thermometer
ST380A, ST530A

20More information online at www.starmeter.cn



DT1311 DT1312 DT821 DT821A DT831

DT1311 and DT1312:4 x 1.5V AAA battery
DT821,DT821A, DT831 is

Digital Thermometer
DT1311/12, DT821/821A, DT831

DT1311

DT1312

DT821

DT821A

More information online at www.starmeter.cn21



TH821 is

-10~50º C(14 to 122º F)

TH821 ST8010

;�ST8010:3 x 1.5V AAA battery

Hygrothermograph

TH821, ST8010

ST8010

TH821

22More information online at www.starmeter.cn



5% ~ 40%

1%

30mm x 35mm

60 Pcs

49cmx26cmx60cm

12.8 Kg

Measuring Range
0.1%~95.7%

WM801A ST8040

±2%

±2%

0.1%

Measurement selection
Wood

Construction Material

Measurement range -10 ~ 50º C ±1º C

9V (6F22) x 1

38mm x 28mm

Purple�and�Gray

145g

126mm x 70mm x 29mm 121mm x 55.5mm x 28 mm

Moisture Meter 

WM801A, ST8040

WM801A

ST8040

More information online at www.starmeter.cn23



60 Pcs

49cmx26cmx60cm

12.8 Kg

ST8050 LX821

0~200,000LUX

0~50,000LUX

4 digits5 digits

30mm x 35mm 45mm x38mm

Purple�and�Gray

165g 290g

170x55x25mm 220x73x35mm

20 Pcs

49cmx26cmx60cm

8 Kg

Lux Meter

ST8050, LX821

ST8050

LX821

24More information online at www.starmeter.cn



Maximum Recording And Indicator

User Calibration Function
Memory Capacity 8000 Groups

Computer interface USB,SD

Display 3.2” high-luminance LCD color display

Relative Spectral Response Closely matches CIE Standard Observer curves X(λ)�,�y(λ)�,�and Z(λ)�-
Within 6%(f1') of the CIE spectral luminous efficiency V(λ)C�

Cosine response(f2) Ev: Within 3%

Receptor Silicon photocell

Measuring function

Tristimulus values: X Y Z
Chromaticity : Ev xy, Ev u'v'
Correlated color temperature: Tc
Color difference: ∆(XYZ), ∆(Evxy), ∆(Evuv), ∆Ev∆Tc∆uv
Chromaticity coordinate: ICE1931(x,y),ICE1976(u,v)

Dominant wavelength: λd

Colour purity: Pe

Luminous flux: Φ
RGB parameter
Chromaticity diagram

Measuring range 0.1-150,000lx, 0.01-15,000 fcd

Spectral wavelength range 360～780nm

Accuracy
Ev: ±2%±1digit of displayed value
xy: ±0.003(500lx, standard illuminant A measured)

Repeatability
Ev: ±0.5%+1 digit(2σ)
xy: ±0.0005(500lx, standard illuminant A measured)

Temperature drift
�Ev: ±3%±1digit of displayed value
xy: +-0.003

Response time 0.5 sec.(continuous measurement)

2200mAh USB Rechargeable lithium battery

50mm x 66mm

Black

Battery life 12 Hours Or Longer

210mm x 80mm x35mm

2.2Kg

Dustproof Cap, Power Cord Adapter, USB Cable, Software

CLM-200H-Dustproof Cap,power Cord Adapter,usb Cable,software
Manual,aluminum Gear Boxes

Portable Chroma Meter

 CLM-200H 

CLM-200H

More information online at www.starmeter.cn25



ST8080 SL821

Accuracy

40~80dB

50-90dB

60-100dB

80-120dB

90~130db

±2dB

�31.5Hz~4000Hz 

DC:2.5Vrms full scale;25mV/dB;Out-
put impedance: around 600

10

Lp,Laeq,LAE,LCpeak Measure parameters

30mm x 35mm 45mm x38mm

Purple�and�Gray

165g 290g

170x55x25mm 220x73x35mm

Sound Level Meter

 ST8080, SL821

ST8080

SL821

26More information online at www.starmeter.cn



1.7Kg

310mmx10mmx250mm

 WS-1800

WS-1800

-  Measure rainfall, wind speed, wind direction, temperature, humidity, 

   and barometric pressure, Dew point , Wind chill and weather forecast 

   function . 

-  Wind speed in m/s, km/h, mph, knots 

- Temperature in º C/º F

- Rainfall in in / mm 

- Barometer in mba/ hpa/inHg/mmhg

-  View your sensors on any iPhone, Android Smartphone, Computer or 

   Tablet

- Strong Bluetooth  wireless range up to 260 feet (80 meters)

- Durable, all-weather construction

- Easy-to-read, comprehensive trend observation with graphic charts 

  and historical data . 

- Easy installation includes mounting hardware

- Powered by batteries and solar Power 

FEATURES

±0.5º C/º F

Temperature Range -40 to 158º C/ -40 to 70º F

Temperature Accuracy

Humidity Range 20% to 95% Relative Humidity

Humidity Accuracy ±3%

Wind Speed 0 to 30 m/s

Wind Speed Accuracy ±0.5m/s

Wind Direction Indicators 16 points

Rainfall Capacity 100mm/hour

Rain Gauge Accuracy ±0.5mm

Weather Forecast Sunny/ Cloudy/ Overcast/ Rain/ Snow

Wireless Range 260 feet / 80 meters depending on home construction materials  

Wireless Signal Bluetooth 

Ba�eries: 1300mAH ;Solar Power : 30mA, 5V.

Data Repor�ng with APP and without APP

Wind Speed: 5 second / 1 hour updates

Wind Direction: 5 second / 1 hour updates

Temperature and Humidity: 5 second / 1 hour updates

Barometer : 5 second / 1 hour updates

Weather Station
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AM821 AM831 AM841

±(3%+0.2)

±(3%+0.5)

±(3%+0.2)

±(3%+0.5)

±(3%+0.2)

±(3%+0.5)

±1

Parameters �Knots, mph, km/h, m/s, ft/min, Bft

Wind�Chill

Display �4 Digits LCD

Separate Ø 65 mm

Spring length 200cm

___
__ _

60 Pcs

Digital Anemometer

 AM821,AM831,AM841

AM821

AM831

AM841
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ST8020 ST8021 ST8022

±(2%+0.2)

±(3%+0.5)

±(2%+0.2)

±(3%+0.5)

±(2%+0.2)

±(3%+0.5)

±1

Parameters �Knots, mph, km/h, m/s, ft/min, Bft

Wind�Chill

Display �4 Digits LCD

_ _10m/s~25m/s

�Wet Bulb;Td

Humidity Measurment 5%~95%RH

0~9999

±5%
_ _±1±1

3 x 1.5V AAA battery

Purple�and�Gray

145g

30mm x 35mm

170x55x25mm

49cmx26cmx60cm

60 Pcs

12.8 Kg

Portable Anemometer

 ST8020,8021,8022

ST8020

ST8021

ST8022
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100~30000RPM

RPS Range 1.7~500RPS

Accuracy

0.1RPM

1 Sec (over 100 rpm)

Number of impeller setting 1-9

30mm x 35mm

170x55x25mm
ST8030

Digital Tachometer, Wall Svanner

ST8030,  WS-120

WS-120

Ferrous Metals 110mm

Non-ferrous Metals 110mm

Copper Conductors (live) 50mm

Wood 25mm

Buzzer Indication

LED Flashlight

Silent Mode

Low Battery Indication

User Calibration

Auto or Manual Mode 

Perfect for Detecting Metal, Wood And Ac Cable Hidden In The Wall

3 x 1.5V, AAA alkaline (not included in the packing)

180g

185mm x 85mm x 33mm

Purple�and�Gray
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0~49 mils

0~1250μm

0~49 mils

0~1250μm  ± (3%+2μm)

 ± (3%+0.1mil)

CM8801FN

 ± (3%+2μm)

 ± (3%+0.1mil)

CM8802FN+ CM8803FN

 ± (3%+2μm)

 ± (3%+0.1mil)

 ± (3%+2μm)

 ± (3%+0.1mil)

 ± (3%+2μm)

 ± (3%+0.1mil)

 ± (3%+2μm)

 ± (3%+0.1mil)

Min.Measuring Area

Min.Sample Thickness

6mm

0.3mm

�MAX . MIN and AVE value

Flip display

10

Flashlight LED

1 x 1.5V AAA 2 x 1.5V AAA 2 x 1.5V AAA

30mmx35mm

Purple�and�Gray

85g

100mmx52mmx29mm

30 Pcs

7Kg

32cmx30cmx36cm

CM8801FN

CM8802FN+

CM8803FN

Coating Thickness Gauge

 CM8801FN, CM8802FN+,CM8803FN
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0~49 mils

0~1250μm

0~49 mils

0~1250μm  ± (3%+2μm)

 ± (3%+0.1mil)

CM8806FN

 ± (3%+2μm)

 ± (3%+0.1mil)

CM8811FN

 ± (3%+2μm)

 ± (3%+0.1mil)

 ± (3%+2μm)

 ± (3%+0.1mil)

Min.Measuring Area

Min.Sample Thickness

6mm

0.3mm

�MAX . MIN and AVE value

Flip Display

TFP LCD

2 x 1.5V AAA 3 x 1.5V AAA

35mmx28mm

Purple�and�Gray

85g

165x68x28mm

30 Pcs

15.5 Kg

49cmx26cmx60cm

99 50

Back Light Is Adjustable

100x52x29mm

135g

Black

45mmx32mm

22.5 Kg

38cmx68cmx54cm

Coating Thickness Gauge

 CM8806FN, CM8811FN

CM8806FN

CM8811FN
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Measuring Range 1.2~225mm/0.05~8.85 inch

Resolution 0.1mm

Accuracy ±(0.5%n+0.2)

Sound Velocity 1000~9,000 m/s

Lower Limit of Pipes Φ20x3.0mm

4 digits

4x1.5V AA(UM-3)Battery

Purple�and��Gray

580g

90mmx176mmx43mm

1. Auto calibration to assure the accuracy.  

2. Auto linear compensation: this advanced software program enhances the precision by correcting 

    the non-linear accuracy of transducer.    

3. Make a quick adjustment for the sound velocity / thickness, and a quick recall to the stored data

4. Coupling status indication: Observing the coupling icon to learn if the coupling is accomplished or 

     not.

5. 10 thickness measurement storage and recall function available, which facilitates the height work 

     or working in wild area.  

6. Sound velocity measurement.  

7. 12 sound velocity for different material which is also adjustable.

8. More than 10000 times long life keys.

9. Larger LCD display with back-light for easy readout.

10. Low battery indication and auto power off.

11. The unit has a unique memory that retains all of its settings even when the power is off.

FEATURES

Ultrasonic Thickness Meter

 TM-1800

TM-1800
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Materials Steel & Cast Steel, Alloy Tool Steel, Stainless Steel
Grey Cast Iron, Spheroidal Iron, Cast Aluminum, Brass
Bronze, Wrought Copper Alloy.

Range 200~960(HLD)

Accuracy �≤6HLD (HLD=800)

Repeatability ±0.6%

Conversion HLD,HRC,HRB,HB,HV,HS,σb

Memory 100 groups

LCD display

�4 x 1.5V, AAA alkaline

Purple�and��Gray

4.5kg(Include Calibrated Test Block)

90mmx176mmx43mm

Base instrument, Impact device D, Calibrated test block
Custom carry case, Cleaning brush, Operation manual

Optional accessories Impact devices; C, G, DC, DL

FUNCTIONS

1.Easy to use keypad operation

2.Auto identification of Impact Device

3.Large LCD display with back light

4.Automatic conversions to: Brinell, Rockwell B & C, Vicker and Shore

5.Automatic mean value

6.Battery Indicator

7.Memory capacity (100 groups)

8.Standard Test Method for Hardness Testing: ASTM A956

Leeb Hardness Tester

 HT-1800

HT-1800
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LM1500LM800 LM1000 LM1200

±1m

5~800m 5~1000m 5~1200m 5~1500m

Object Lens Size 21mm

Eyepiece Size 16mm

Field of view 7.2°

Magnification 6X

Speed Range 0-300KM/H

Waterproof Rate IP54

Measuring Distance

Measuring Speed

Measuring Angle

Measuring Height

Waterproof

 Foggy Measuring

�3V Battery (Cr2)

Purple�and�Gray

152g

106mm x 68mm x 35mm

Laser Range Finder

 LM-800,1000,1200,1500

LM1500

More information online at www.starmeter.cn35



Wire Tracing

Network wire collation

Tests for open circuits, shorts

DC level test

Test continuity

RJ11,RJ45,BNC

Altitude <2000m( meter)

Distance of emitting signal 100m (Max.)

1.5V X 3 AAA Battery

RJ-45 X1;RTJ-11X1,BNCX1

1 X 9.0V 6F22

Purple�and�Gray

MeasuringRange 3 ~ 23m

Horizontal Measuring Range 3 ~ 18m

Resolution ±5mm(<10m); ±10mm(>10m

Mini.Gap Between Wires

150mmAccuracy

5%±2dgt

BOT Mode Measuring The Height Of The Lowest 6 Cables

TOP Mode Measuring The Height Of The Highest 6 Cables

Auto Power Off

Backlight Display

Battery Indication

1 X 9.0V 6F22

Yellow

205g

12Pcs

52mm X 33.5mm X 47cm 

12kg

Cable Height MeterCable Tester,

 WT-28, AR600E

WT-28

AR600E
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Red�and�Gray

Indictor �LCD 53x25 mm, with backlight

Tone Frequency

Max. distance of transmission

�Max. distance of cable map

Max. working current

Tone mode

Compatible Connectors

�Max. Signal Voltage

Function Selection

Function and faults LCD display

�Cable Map Indication

Shielded Indication

�Battery Type

�Receiver Specifications

�Frequency

�The Max. Working Current

Earjack

LED illumination

Battery Type

Dimension

Remote Unit Specifications

Compatible Connectors

225kHz

2 km

1 km

Less than 70mA

2 Tones adjustable

RJ11, RJ45, BNC, USB

15Vp-p

3 position buttons & 1 power switch

LCD display ( wiremap, Tone, short, , No adapter, Low  battery )

LCD (#1-#8)

�LCD ( #9)

6F22 DC9V

225kHz

�Less than 70mA

�1

�2
6F22 DC9V 

218x46x29 mm

RJ45, BNC

8 (Only NF-838)

Dimension �107x30x24mm

Remote Units

DC9.0V(6F22 DC9V)

53mm x 25 mm

780g

30 Pcs

48.8cmx43.5cmx44.5cm

22.2 Kg

NF-308 NF-388

Red�and�Gray

DC9.0V(6F22 DC9V)

53mm x 25 mm

780g

20 Pcs

48.8cmx43.5cmx44.5cm

19 Kg

Network tester

 NF-308, NF-388

NF-308 NF-388
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AR8800A AR5750B

Gas Type Combustible Gas Refrigerant Gas,SF-6 Gas

Sensitivity Halogen refrigerant gas 3 gr/yr
�
Variable, minimum 5ppm

Warm up time <110 sec (25°C, 60%RH)

Battery Indication 6.3V±0.3V

Continuous OperationTime 5 hours

Sensitivity adjustable

Leak Size Indication

Auto Warm up

Battery Indication

Power Indication

Overcharge Protection

Charging StatusIndication

1200mAh li-battery

492g

235mm X 86mm X 46mm 

Gift Box,�English�Manual

10Pcs

44mm X 39mm X 32cm

12KG

AR8800A,AR5750B

Gas Detector

AR8800A

AR5750B
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ST-G8801 ST-G8802

White

73.9mm x 42.5mm x 41mm

17Kg

Gas Detector

 ST-G8801,G8802

ST-G8801 ST-G8802
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ST-3002-3D ST-3003-3D ST-3005-3D

0~30V 0~30V 0~30V

0~2A 0~3A 0~5A

DC Power Supply

 ST-3002-3D,3003-3D,3005-3D
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ST-3010D ST-3020D

0~30V 0~30V

0~10A 0~20A

DC Power Supply

 ST3010D,3020D
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ST 302D ST 303D ST 305D

0~30V

0~2A

DC Power Supply

 ST302D,303D,305D
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Accessory

Test Probe
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ST-101

ST-106
ST-81530

ST-108

ST-81531C ST-81531A

Type-K Thermocouple

 ST106,81530,108,101,81531A,81531C
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